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The "Heavy" Flushby (RPSRX100)

The "Heavy" Flushby rig retains all the benefits of a typical Flushby with the added ability to handle tubing along 
with a higher hook load (100,000 lbs). This freestanding design allows operators the ability to rig up and down 
quickly and has the option of handling continuous rod with our new and improved X-450 X-Celerator®. 

The "Heavy" Flushby has been designed to tackle both Conventional Rod and Continuous Rod. Compared to 
conventional service rigs the "Heavy" Flushby is much faster transitioning from running rods to running tubing. 

The Joystick controlled Drawworks brings "Big Rig" fine control to this mobile service rig. With similar feedback 
devices control, safety and operator set points bring this rig to the forefront of the industry.  

With all controls in one console the operator has a clear view of both the work floor and the catwalk while keeping 
in constant communication with the catwalk operator. 

Our experienced mechanical, hydraulic and electrical staff install commission and support your equipment 24 
hours a day 365 days a year! 
Contact us today to experience service that is second to none! 

HEAVY FLUSHBY®  
RPSRX100

“Advancing Industry Through Innovation”
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Technical Specifications of Current Heavy Flushby Models 

Contact us today to f ind out more about the Heavy Flushby.
Cal l :  +1 (780)  955-2556  
or emai l :  sales@automatedrig.com

We are in the business of building the best well servicing equipment, 
continuous and conventional rod rigs.  In addition, we provide parts and 
service for your fleet with speed and professionalism. We deliver on time, 
on spec and at the best prices. 

WHO WE ARE

Mast Height (Ground to Crown)

Max Pull (lbs)

OA Truck Weight (Approx.lbs)

Axles

Drawworks (4 String)

Tank Size (m3)

RPSRX 100 Single 50' RPSRX 100 Single 60' RPSRX 100 Double

52' 8" 63' 72'

100,000 100,000 100,000

OA Truck Length (Approx.) 50' 63' 45'

54,000 64,000 74,000'

5 5 6

100,000 100,000 100,000

Picker Fassi M20 Fassi M20 Fassi M20

X-Celerator X-250, X-350, X-450 X-250, X-350, X-450 X-250, X-350, X-450

6 or 8
(Steel or Aluminum)

6 or 8
(Steel or Aluminum)

6 or 8
(Steel or Aluminum)

Rod Size Maximum Storage (ft)

5/8"

Rod Board Capacity (25 ft Joints)

13,000

3/4" 10,500

7/8" 9,000

1" 7,800
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 Automated Rig Technologies
“HEAVY FLUSHBY”
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